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PRECILINEAR AMBIENT 

PRODUCT SPECIFICATIONS

INPUT VOLTAGE: 24V DC

LIFETIME: L70 / 100 000 hours
LED VARIANTS: 2700K, 3000K, 4000K, 5000K, 6500K
WEIGHT: 1,75 kg/m 
DIMENSION: According dimensional drawing
OPERATING TEMPERATURE: range -20°C to +45°C
ENVIRONMENT: for OUTDOOR use IP65
MATERIALS: Extruded aluminium anodized profile, UV stable diffuser, stainless steel mounting clips
CONTROL: ON/OFF, dimmable by external driver

DIMENSIONAL DRAWINGS
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POWER CONSUMPTION: 5W/m, 10W/m, 15W/m (according requiment)

FIXATION METHOD

5
7

59,5 L

*   Lenghts: 520, 1020, 1520 [mm] as standart
** Custom lenghts possible: up to 3000 [mm]

Warm white
Neutral white
COOL WHITE Ip65

Precise engineered  linear fixture suitable for fasade and 
architectural ilumination.
System designed for ambient linear applications with 
continuous,homogenous or directional lighting effect.
No multiple shadows,energy-efficient LEDs with very good colour 
rendering. Available lenghts 520, 1020, 1520mm as standard. 
Custom lenght up to 3000mm possible.



PHOTOMETRICS

ACCESSORIES

See website - ACCESSORIES

CONNECTION

Variants: WIDE
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Connector version
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CONNECTOR MALE/FEMALE
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